PLOT SCALE:

1=1 DWG. SCALE: 1

(24X .332[8.43] THRU)

R.05[1.27)

MAX
2X

3 2 1

NOTES:
1. MAKE FROM MDC FLANGE #100032 OR EQUAL.

2. WHEN MACHINING VACUUM PARTS, USE OF SILICONE,
SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS
PROHIBITED. USE TRIM SOL OR APPROVED EQUAL LUBRICANT.

3. FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
ANL DOCUMENT #410201-00095

4. DIMENSIONS IN BRACKETS [ ] ARE MILLIMETERS
AND ARE FOR REFERENCE ONLY.

.06 x 45 CHAMFER

R.02[50]
MAX.

DO NOT DAMAGE "KNIFE EDGE"

SECTION A-A

CHANGE DESCRIPTION

REVISIONS

B | cako

' SUGGESTED
SOURCE:

MDC VACUUM PRODUCTS CORP.
23842 CABOT BLVD.

HAYWARD, CA 94545-1651
PHONE: (800)-443-8817

FAX: (910)-383-2023

em DWGIPART NUMBER NOMENCLATURE OR DESCRIPTION MATERIAL /SPEC arv

PARTS LIST

UNLESS OTHERWISE SPECIFIED. | LoG NUNBER

ToiEANGES A1975800

. ARGONNE NATIONAL LABORATORY

X 030(762] -5 -
Ry powsmear .| 7164 ADVANCED PHOTON SOURCE
U1 6" ID SHIELDED TRANSPORT
REMOVE ALL BURRS AND p— e ien 10" FLANGE, 6" 1.D.

s - 7194 X 125mm WELDED BELLOWS

ot O TATABLE CLANGE

T e, DETAIL
A7 304 STAINLESS STEEL
" o 12 D | P4105090601-560001-00

3 2 1



